GOVERNMENT OF WEST BENGAL
OFFICE OF THE PRINCIPAL
GOVERNMENT COLLEGE OF ENGINEERING & TEXTILE TECHNOLOGY
BERHAMPORE, WEST BENGAL - 742101, INDIA

NOTICE

Memo No: Q.38.(12, /K.Q“?f/ 9 Date:...|. 72202202

Sealed quotations / tenders for supply of articles / stores / for execution of works and services for the under mentioned articles of
the best / specifjed quality are invited from the bonafide suppliers so as to reach the office during office hours on or before the

..... 29 0/ 7{0{9 subject to following terms and conditions.

TERMS & CONDITIONS

The offer should stand valid till 31/ 03 /2019

Rates should cover everything including, transportation up to the college premises, installation, relevant taxes, as
applicable.

The bidders may be asked to produce copies of latest and valid Income Tax Clearance Certificate / PAN/ Sales Tax/VAT
Registration Certificate,/ Trade License./ Service Tax Registration Certificate. Failure to submit the same will
automatically render the tender invalid.

Authorized dealers of the manufacturer are eligible to participate in the tender provided they should furnish the
manufacturer’s authorization for the items quoted in the format provided in the tender documents.

The bidder must supply the full detail specifications (including the make and model number wherever applicable) of the items
quoted.

Samples/drawings/pictures/leaflets/brochures etc., when categorically mentioned, must be submitted in along with
quotation/tender

The quotation/tender will, generally, be opened on the next working day at 2 p. m. in presence of principal, when willing
agents may be present.

The Principal reserves the complete right to approve/cancel any quotation, including the lowest one without any
explanation whatsoever. Withdrawal or part execution of offer will not be entertained in any case.

Interlineations, corrections, erasures and/or over-writings shall be valid only if initialed by the persons or persons signing the
bid.

. The Purchaser reserves the right at the time of Contract award to increase or decrease the quantity of goods and services

originally specified in the Schedule of Requirements without any change in unit price or other terms and conditions.

Schedule: Supply of COLOR LIGHTING ITEMS IN COLLEGE AUDITORIUM .

S/N

Item & Specification & Specification Unit | Remarks

1

Computer Light Controller : Control | P

Panel

Product Type : PILOT 2000

Category : Computer Light Controller
Net Weight : 3.24kg

Gross Weight : 4.48kg

Product Size : 49x22.5x8cm
Packaging Size : 59.5x33x18cm 7
Detailed specifications :

Universal DMX controller for 40 units with a maximum of 36
channels each.

Constant monitoring of output parameters thanks to a large
back-lit display. .
Using the Scroll function, operators can control blocks of 6
channels at a time.

Thanks to the (editable) internal libraries, it's possible to
assign functions to the faders at will: physical and logic
channels are independent. 40 chases - Programs - Presets -
Psychos.

The section dedicated to scanners and moving head fixtures
has a twin co-ordinate system: absolute and relative.

This ensures perfect fixture positioning. Pilot 2000 can be
mounted in a standard 19" rack (5 units), but can also be
used as a desk-top unit, thanks to the shape of its frame DMX




/

in/out connector, SMPTE socket for changing memories in
sync, independent regulation of scene and preset cross fade
times.

Audio input and built-in microphone for music sync functions.
MIDI in/thru/out connector.

Data and memories can be downloaded to a PC.

Jack socket for pedal for stepping up/down through memories.
Universal AL4 switching power supply included. (Including
Warranty/Guarantee)

> |LED PAR Light o

Voltage:AC110-250V 50 -60HZ

Power consumption: 110 W

Color: RGB color mixing

Light source: 3W * 54 led ,RGB(R:12 B:12 G:12)
Function: Sound control/Auto/Master-slave/DMX512/Error
correction/Reset/Automatic identify DMX512 signal
Flash/Strobe:Flash1-10/s

DMX Channels: 7 channels

Lux: 3950 at 3m distance (RGB color at full output, 15°).
Lens: 25° as Standard, 15°, 45°, optional

15°=narrow beam, 25°=middle beams, 45°=wide beam
Dimmer: Variable electronic dimmer (0-100%)

Project Implementation : 1lob

Supply & Installation of Iron Frame all 3 sides of wall in
Auditorium Dias where all the procured lighting system &
power management system will be installed. Supply of
Complete Power Cable & Data Control Cable (branded) for the
all the lighting items in stage of the Auditorium.

Vendor will supply the requiring cables (both data & control)
! from Control Panel to lights connectivity. Different small
accessories in this lighting system will be provided by vendor.

Cables will be procured according to the light available & also
in future more light installation

Site Visit is mandatory to better understand about the items &
installing place of the auditorium.

Training & Demonstration is required to maintain the
operating.

of Engineering & Textile Technology, Berhampore
Barrack Square, 4,Cantonment Road,
West Bengal.
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Copy forwarded for information & wide circulation to -

1. The District Magistrate, Murshidabad.




